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State PM Description Bridge No. Work Description

Route

65 R35.12 White River 46-0210 Prepare concrete bridge deck surface and treat bridge deck
with methacrylate,

63 18.72 Tule River 46-0259R Prepare concerete bridge deck surface and treat bridge deck
with methacrylate, place new 1-inch minimum depth
polyester concrete overlay, remove existing joint seals,
clean expansion joint and place new joint seals, treat
cracking and place a polyester concrete overlay on the
approach slabs.

65 18.72 Tule River 46-0259L Prepare concrete bridge deck surface and treat bridge deck
with methacrylate, place new 1-inch minimum depth
polyester conerete overlay, remove existing joint seals,
clean expansion joints and place new joint seals, treat
cracking and place a polyester conerete overlay on the
approach slabs,

63 2343 Friant-Kern Canal 46-0182L Prepare concrele bridge deck surface and treat bridge deck
with methacrylate,

190 0.01 Route 190/99 46-0190E Prepare concrete bridge deck surface and treat bridge deck

Separation with methacrylate, place new 1™ minimum depth polyester
concrete overlay.
150 R15.21 Route 190/65 46-0225 Remove chip seal by micro-milling, prepare concrete
Separation bridge deck surface and treat bridge deck with
methacrylate, repair the seitlement at Abutment 3
approach.

99 27.6 Paige Road OC 46-0158 Prepare concrete bridge deck surface and treat bridge deck
with methacrylate, remove existing joint seals, clean
expansion joints and place new Type-A joint scals at both
abutments.

I 63 L7.96 Route 63/198 46-0215E Prepare concrete bridge deck surface and treat bridge deck
Separation with methacrylate, place new 17 minimum depth polyester
concrete overlay. The sidewalks are excluded from the
overlaid area.
198 R12.72 Packwood Creek 46-0061 Remove existing Type-2 barrier railing and construct new

concrete barrier Type-842, remove existing wingwall and
section of roadway approach, construct new wingwall and
new section of roadway approach, construct new footing
for concrete barrier Type-842, paint bridge identification,
replace asphalt concrete (AC) Roadway
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